
• Cushions are Polypropylene (Green Color)
• Recommended for systems with less than 1500 

PSI without dynamic loads.
• Use for standard hydraulics, general pipe 

construction, electrical cables, and general duty 
piping applications subject to moderate levels of 
shock and vibration.

  

 

Size

A2

A1

H1

1.2"

3mm (.12")
Thick

3mm (.12") Thick

H2

A3

Part
No. *

Tube 
Size

Pipe 
Size

Metric 
Size

Dimensions - inch (mm)
Bolt

A1 A2 A3 H1 H2

0.78 
(20)

1.34 
(34)

1.41 
(36)

0.62 
(16)

1.25 
(32)

1 ⁄4"-
20 x 
11 ⁄4"

1994706 – 1 ⁄ 8" (0.405 ) –

1.02 
(26)

1.57 
(40)

1.65 
(42)

0.76 
(19.5)

1.54 
(39)

1 ⁄4"-
20 x 
13 ⁄ 8"

1994712 – 1 ⁄4" (0.540 ) –

1994718 – 3 ⁄ 8" (0.675) –

1.29 
(33)

1.96 
(50)

2.04 
(52)

0.80 
(20.5)

1.61 
(41)

1 ⁄4"-
20 x 
11 ⁄ 2"

1994724 – 1 ⁄ 2" (0.840) –

1994733 – 3 ⁄4" (1.050) – 1.57 
(40)

2.28 
(58)

2.36 
(60)

0.94 
(24)

1.88 
(48)

1 ⁄4"-
20 x 
13 ⁄4"

2.04 
(52)

2.75 
(70)

2.83 
(72)

1.25 
(32)

2.52 
(64)

1 ⁄4"-
20 x 
21 ⁄ 2"

1994742 – 1" (1.315) –

1994748 – 11 ⁄4" (1.660) –

2.59 
(66)

3.38 
(86)

3.46 
(88)

1.41 
(36)

2.83 
(72)

1 ⁄4"-
20 x 
23 ⁄4"

1994754 – 11 ⁄ 2" (1.900) –

Technical Information

WELD CLAMPS SINGLE PIPE




