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Dial Ranges

PSI Bar Stock 
Number

Stock 
Number

Stock 
Number

Stock 
Number

Stock 
Number

Stock 
Number
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Number

Stock 
Number

Stock 
Number

Stock 
Number

0-30” VAC -1 Bar 3803700 3803831 3803500 3803572 3803501 3800007 3800300 3800200 3800500 3800400
30”-0-15 PSI -1-0-1 Bar 3803703 - 3803503 - - - - - 3800503 3800403
30”-0-30 PSI -1-0-2 Bar 3803706 - 3803506 3803602 3803402 - 3800306 3800204 3800506 3800406
30”-0-60 PSI -1-0-4 Bar 3803709 - 3803509 3803603 3803403 - 3800309 3800205 3800509 3800409
30”-0-100 PSI -1-0-7 Bar 3803712 - 3803512 3803604 3803404 - 3800312 3800206 3800512 3800412
30”-0-150 PSI -1-0-10 Bar 3803715 - 3803515 3803605 3803405 - 3800315 3800209 3800515 3800415
30”-0-200 PSI -1-0-14 Bar 3803718 - 3803518 - 3803406 - - - - -
30”-0-300 PSI -1-0-20 Bar 3803721 - 3803521 - 3803407 - - - - -
0-15 PSI 0-1 Bar 3803724 3803833 3803524 3803573 3803525 3800003 3800318 3800212 3800518 3800418
0-30 PSI 0-2 Bar 3803727 3803835 3803527 3803574 3803522 3800006 3800321 3800215 3800521 3800421
0-60 PSI 0-4 Bar 3803730 3803837 3803530 3803532 3803528 3800009 3800324 3800218 3800524 3800424
0-100 PSI 0-7 Bar 3803733 3803838 3803533 3803531 3803534 3800012 3800327 3800221 3800527 3800427
0-160 PSI 0-11 Bar 3803736 3803839 3803536 3803576 3803537 3800015 3800330 3800224 3800530 3800430
0-200 PSI 0-14 Bar 3803739 3803841 3803539 3803577 3803552 3800018 3800333 3800227 3800533 3800433
0-300 PSI 0-20 Bar 3803742 3803843 3803542 3803578 3803544 3800019 3800336 3800230 3800536 3800436
0-400 PSI 0-27 Bar 3803743 - 3803546 3803612 3803541 3800020 3800337 3800232 3800539 3800439
0-600 PSI 0-40 Bar 3803745 3803845 3803545 3803579 3803547 3800021 3800328 3800233 3800542 3800440
0-1000 PSI 0-70 Bar 3803748 3803847 3803548 3803580 3803549 - 3800340 3800235 - 3800443
0-1500 PSI 0-100 Bar 3803751 3803849 3803551 3803615 3803553 - - - - -
0-2000 PSI 0-140 Bar 3803754 3803851 3803554 3803581 3803555 - - - - -
0-3000 PSI 0-200 Bar 3803757 3803756 3803557 3803582 3803556 - - - - -
0-4000 PSI 0-280 Bar - 3803853 - - - - - - - -
0-5000 PSI 0-315 Bar 3803760 3803854 3803560 3803535 3803561 - - - - -
0-6000 PSI 0-400 Bar 3803763 3803858 3803563 3803619 3803562 - - - - -
0-10000 PSI 0-700 Bar 3803767 - 3803566 3803620 3803567 - - - - -
0-15000 PSI 0-1000 Bar 3803753 - - - - - - - - -

Dimensions
A" 2.620 2.670 2.620 2.620 2.260 1.655 2.016 2.180 2.469 2.490
B" 1.165 1.165 1.165 1.165 1.165 0.950 1.109 0.900 1.187 1.124
C" 2.270 2.580 2.270 2.270 2.270 1.600 1.687 1.878 1.828 1.912
D" - - 2.470 2.470 2.470 1.614 - 2.180 - 2.425
E" - - - 3.350 2.640 - - - - -

Liquid Filled
in bottom, center back, front or panel mount.  These gauges 
are designed for use with any medium not corrosive to brass 

reducing shock caused by pressure or vibration.
• Movement:  Brass • Bourdon Tube:  C-shaped in copper alloy 
up to 600 PSI and Helical in phosphor bronze above 600 PSI • 
Pointer:  Black enameled aluminum • Dial:  White aluminum • 
Window:  Temperature compensating polycarbonate •  Case 
material:  304 stainless steel • Connection Material:  Brass • 
Connection Size:  1/4” male NPT or #4 male SAE • Accuracy:  
ASME/ANSI B40.1 Grade A (1-2%) • Fill Material:  Glycerin • 
Wetted Parts:  Copper Alloy

Pressure Gauges, Dual Scale

Dry
These dry general service pressure gauges are available in 
bottom, center back, front or panel mount.  These gauges are 
designed for use with gas, oil and water or any medium not 
corrosive to brass or bronze.
• Movement:  Brass • Bourdon Tube:  C-shaped in copper alloy 
up to 600 PSI, and Helical in phosphor bronze above 600 PSI 
• Pointer:  Black enameled aluminum • Dial:  White aluminum 
• Window:  Acrylic •  Case material:  Steel, black painted • 
Connection Material:  Brass • Connection Size:  1/8” male NPT 
on 1-1/2” size, 1/4”  NPT on 2” & 2-1/2” sizes • Accuracy:  ASME/
ANSI B40.1 Grade B (2-3%) • Fill Material:  Air (Dry only) • 
Wetted Parts:  Copper Alloy

Liquid Filled

Dry

Stock 
Number Adapter Number 1 & 2 

JIC
2 SAE 
Oring Ship Wt.

1219433 6400-06-06-GP -6 -4 0.22
1219434 6400-08-08-GP -8 -4 0.30
1219435 6400-10-10-GP -10 -4 0.42
1219436 6400-12-12-GP -12 -4 0.76

Gauge Port Adapters
• Safe alternative to tapping or modifying common adapters. • All adapters have female #4 (7/16-20) SAE o-ring ports.
• Allows for clean installation of gauges, diagnostic coupler tips, and test points.
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Stock 
Number Adapter Number 1 & 2 

JIC
2 SAE 
Oring Ship Wt.

1219424 6504-04-04-GP -4 -4 0.19
1219425 6504-06-06-GP -6 -4 0.20
1219426 6504-08-08-GP -8 -4 0.24
1219427 6504-10-10-GP -10 -4 0.36
1219428 6504-12-12-GP -12 -4 0.62
1219429 6504-16-16-GP -16 -4 0.98
1219430 6504-20-20-GP -20 -4 1.63

Stock 
Number Adapter Number 1 & 2 

Face Seal
2 SAE 
Oring

Ship 
Wt.

1219460 FS2406-04-04-GP -4 -4 0.20
1219437 FS2406-06-06-GP -6 -4 0.24
1219438 FS2406-08-08-GP -8 -4 0.34
1219440 FS2406-12-12-GP -12 -4 1.11
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2-1/2" Face

Dial Ranges

PSI Stock 
Number

0-15 PSI 3803782
0-30 PSI 3803783
0-60 PSI 3803784

0-100 PSI 3803785
0-160 PSI 3803786
0-200 PSI 3803787
0-300 PSI 3803788
0-400 PSI 3803789
0-600 PSI 3803790

0-1000 PSI 3803791
0-1500 PSI 3803792
0-2000 PSI 3803793
0-3000 PSI 3803794
0-5000 PSI 3803795
0-6000 PSI 3803796

Dimensions
A" 2.670
B" 1.100
C" 2.270

Pressure Snubber, Sintered Type

Stock 
Number

Micron 
Rating Color Code Recommended Application Ship Wt.

2538034 10 Red Viscose Fluids (over 500 SSU) 0.03
2538011 20 Green Medium Type Oils (225 to 500 SSU) 0.03
2537988 25 Brown Water & Light Oils (30 to 225 SSU) 0.03
2537965 30 Black Low Viscosity Fluids (under 30 SSU) 0.03
2537942 40 None Air & Other Gases 0.03

Stock 
Number NPTF Threads Maximum 

PSI Length Diameter Ship Wt.

2537850 1/4" Male X 1/4" Female 10,000 1-3/8" 3/4" 0.15

These units protect pressure instruments from 
sudden shock and ensure accurate gauge readings 

brass housing with a porous bronze element and 
are capable of handling pressures to 10,000 PSI 
maximum. Unit also serves as an excellent mini 

cost and designed for quick and simple change of elements make cleaning 
unnecessary.

Replacement Elements

Stock 
Number NPTF Threads Maximum 

PSI Length Diameter Ship Wt.

6503511 1/4” Male X 1/4” Female 5,000 1-3/8” 7/8” 0.25

These units protect pressure instruments from sudden shock 
and ensure accurate gauge readings without surges and 

hydraulic shock, pressure surges and pulsations.

Gauge Isolator Valve

Stock 
Number NPTF Threads Maximum 

PSI Length Width Height Ship Wt.

6503624 1/4" Female (3) 3,000 1-3/4" 2" 3-1/4" 0.83

This gauge isolator valve is designed to prevent surge damage 
to a gauge in all types of hydraulic circuits.  It also acts as a 
snubber to prevent damage to other hydraulic components.  

down time of equipment.
Simple to operate - just push to read.  Depressing the knob 

spring-loaded knob is released, the spool automatically returns to the closed 

• Ports are 1/4” NPTF
• Includes Bulkhead Lock-Nut For Panel Mounting
• Spool:  Hardened Steel
• Body:  Steel
• Knob:  Aluminum
• Panel Mounting Hole:  31/32”
• Panel Mounting Threads:  15/16-20 Example Schematic

Pressure Gauges, Single PSI Scale

Liquid Filled

Liquid Filled
in bottom mount.  These gauges are designed for use with 
any medium not corrosive to brass or bronze.  These liquid-

by pressure or vibration.  
• Movement:  Brass • Bourdon Tube:  C-shaped in copper 
alloy up to 1000 PSI and Helical in phosphor bronze above 
1000 PSI • Pointer:  Black enameled aluminum • Dial:  White 
aluminum • Window:  Acrylic •  Case material:  304 stainless 
steel • Connection Material:  Brass • Connection Size:  1/4” 
male NPT • Accuracy:  ASME/ANSI B40.1 Grade B (2-3%) • 
Fill Material:  Glycerin • Wetted Parts:  Copper Alloy

Sight / Level / Temp Gauges

Stock Number Mounting 
Bolt Centers Lenth Width Height Ship Wt.

1232125 3" 4.75" 1.75" 0.93" 0.47
3804539 5" 6.75" 1.75" 0.93" 0.53

• 3” & 5” Mounting Centers
• Heavy Duty Aluminum Guard
• Heavy Duty Transparent Poly Sight Window
• Nitrile Seals
• 212º F Maximum
• UV Resistant Housing
• Use Petroleum Base And Water Base Hydraulic Fluids
• Blue Thermometer For Easy Reading
• 1/2” - 13 Threads
• Drill holes 0.510”
• Includes All Hardware For Installation
• Made in the USA

Gauge Boot Protector
• Black Rubber
• Prevents Damage
• Easy Grip
• Fits Snug Around Gauge

Stock Number Gauge Face Size Ship Wt.
3804044 2” 0.20
3804043 2-1/2” 0.25


