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400 Series Cartridge Filters

Product Specifications

Working Pressure 6000 PSI (413.8 BAR) Maximum

Burst 12000 PSI (827.6 BAR) per (1/90) NFPA/T2.6.1 -1974

Operating Temperature 250慚 (121慢) -20慚 (-28慢)

Flows Up to 100 GPM (378.5 LPM)

By-Pass 60 PSI (4.1 BAR) std. No by-pass optional.

Visual Indicator (Standard). Electric differential

Construction All ductile iron

Bowl Drain Plug For quick easy servicing

Weight (approximate) 8" bowl:26lbs
16" bowl:39.5 lbs

Filter Elements

Part Number Micron
Rating

Media
Type

Part Number Micron
Rating

Media Type

FPL 0896
B03G

3 Synthetic FPH 0896
V03G

3 Synthetic High
Collapse

FPL 1696
B05G

5 Synthetic FPL 1696
V03G

3 Synthetic

FPL 0896
B05G

5 Synthetic FPH 1696
B05G

5 Synthetic High
Collapse

FPL 0896
B10G

10 Synthetic FPH 1696
B10G

10 Synthetic High
Collapse

FPL 0896
B20G

20 Synthetic FPL 0896
V20G

20 Synthetic

FPL 1696
B20G

20 Synthetic FPH 1696
B20G

20 Synthetic High
Collapse

Ordering Codes

Dimensions
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